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PUR PHOS 24

GENERAL DESCRIPTION
For systems with multiple issues of corrosion, * Liquid Blended Phosphate
scale, iron and manganese, PUR PHOS 24 is * NSF/ANSI Standard 60 Certified Product

an effective and powerful blend of phosphates
designed to mitigate these challenging conditions.

APPLICATIONS TYPICAL PROPERTIES
PUR PHOS 24 is formulated to address Appearance: Clear
problems associated with corrosive water, % O-PO4: 9
soluble iron, manganese and calcium. It % P-PO4: 11
is designed to protect valves, meters, and Density: 1.20
distribution equipment from damage caused pH: 6.84
by corrosion and mineral buildup. PUR Freeze point: <0°C
PHOS 24 will also help eliminate discolored
water due to oxidized metals. NSF/ANSI Std 60 MUL: 48 mg/L
ADVANTAGES CONTACT
* Scale Control: scale inhibition
*  Corrosion Control: on ferrous and non- PURIFY
ferrous metals and alloys
* Iron and manganese control 1707 Townhurst Drive
« Safe — NSF Certified Houston, TX 77043
* Threshold Activity: low dosage requirements 1-713-463-1929
*  Chlorine Stabilization: reduces chlorine www.purifywt.com

demand associated with metals

24 Hour Emergency Phone: 1-800-424-9300
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All statements, information and data given herein are believed to be accurate and reliable but are presented without guaranty, warranty, or responsibility of any kind, expressed or implied.
Statements or suggestions concerning the possible uses of our products are made without representation or warranty that any such use is free of patent infringement, and we are not
recommending to infringe any patents. The user should not assume that all safety measures are indicated or that other measures may not be taken.



